
L1

208VAC 
Three Phase

L2

PE C-L2 B-L2 A-L2 C-L1 B-L1 A-L1

L3

Neutral Not Used
2

0
8

V
A

C
2

0
8

V
A

C

2
0

8
V

A
C

Centurion II AC Terminal Block. 
8 AWG Max Wire Size

L1 TO C-L2
L2 TO B-L2
L3 TO A-L2

L1

L2

L3

Neutral Not Used

2
0

8
V

A
C

2
0

8
V

A
C

2
0

8
V

A
C

L1 TO A-L1 
L2 TO C-L1 
L3 TO B-L1 

Verify correct wiring to 
maintain proper AC phasing

Verify correct wiring to 
maintain proper AC phasing

15 Amp Three Pole
Circuit Breaker

15 Amp Three Pole
Circuit Breaker

L1

208VAC 
Three Phase

L2

PE C-L2 B-L2 A-L2 C-L1 B-L1 A-L1

L3

Neutral Not Used

2
0

8
V

A
C

2
0

8
V

A
C

2
0

8
V

A
C

L1

L2

L3

2
0

8
V

A
C

2
0

8
V

A
C

2
0

8
V

A
C

Verify correct wiring to 
maintain proper AC phasing

Verify correct wiring to 
maintain proper AC phasing

15 Amp Two Pole
Circuit Breaker

15 Amp Two Pole
Circuit Breaker

15 Amp Two Pole
Circuit Breaker

L1 TO B-L2 
L2 TO A-L1 
L3 TO A-L2 

L1 TO C-L2
L2 TO C-L1
L3 TO B-L1

Centurion II AC Input Wiring Options
Note: AC wiring should only be performed by qualified electrician or technician familiar with 

AC wiring practices and local electrical code.

Ground

Not Used

Ground

Neutral

Centurion II AC Terminal Block. 
8 AWG Max Wire Size

Ground

Ground

Option 1:

Option 2:
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L1

208/240VAC
Single Phase, Single 

Feed

L2

Not Used
PE C-L2 B-L2 A-L2 C-L1 B-L1 A-L1

Ground

L3

Installed Provided 3 Position 
Jumpers

 40 Amp Minimum 
Two Pole  Circuit 

Breaker

L

115VAC*
Single Phase, Single Feed

PE C-L2 B-L2 A-L2 C-L1 B-L1 A-L1
Ground

Installed Provided 3 Position 
Jumpers

 40 Amp 
  Circuit Breaker

N

*2KW Rectifier output de-
rated  to 1150 Watts @ 

115VAC

L TO A-L1, B-L1, C-L1
N TO A-L2, B-L2, C-L2

L1 TO A-L1, B-L1, C-L1
L2 TO A-L2, B-L2, C-L2

Centurion II AC Terminal Block. 
8 AWG Max Wire Size

Centurion II AC Terminal Block. 
8 AWG Max Wire Size

Neutral Not Used

Option 3:

Option 5:

L

N

PE C-L2 B-L2 A-L2 C-L1 B-L1 A-L1

Ground

 15 Amp 
 Circuit Breaker

L

N

Ground

 15 Amp 
Circuit Breaker

L

Three
115VAC* Feeds

N

Ground

15 Amp 
  Circuit Breaker

L TO A-L1
N TO A-L2

L TO B-L1
N TO B-L2

L TO C-L1
N TO C-L2

Centurion II AC Terminal Block. 
8 AWG Max Wire Size

Option 4:

*2KW Rectifier output de-
rated  to 1150 Watts @ 

115VAC
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L1

L2

Not Used
PE C-L2 B-L2 A-L2 C-L1 B-L1 A-L1

Ground

L3

 15 Amp Two Pole  
Circuit Breaker

L1

L2

Not Used

Ground

L3

 15 Amp Two Pole  
Circuit Breaker

L1

Three
208/240VAC

Single Phase Feeds

L2

Not Used

Ground

L3

15 Amp Two Pole  
Circuit Breaker

L1 TO A-L1
L2 TO A-L2

L1 TO B-L1
L2 TO B-L2

L1 TO C-L1
L2 TO C-L2

Centurion II AC Terminal Block. 
8 AWG Max Wire Size

Neutral Not Used

Not UsedNeutral

Not UsedNeutral

Option 6:

 C-L2     B-L2      A-L2    C-L1     B-L1     A-L1

Installed Jumper

AC Input Terminals

Installed Jumper

(Option 3 & 5) (Option 3 & 5)
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